Tetra Tech, Inc.
4213 State Street, Suite 100

Project: Vandenberg Air Force Base IRP
Log of Well No. 31-MW-6

Santa Barbara, CA 93110-2847
VOICE (805) 681-3100 FAX (805) 681-3108

Location: OU4, Site 31, approximately 80 feet southwest
of Building 1898. On east side of Pike Road.

Date Started: 8/5/97 Completed: 8/5/97 :trfg?s 4" PVC Blank Casing:  from 0 ftbgsto 6.7 ftbgs
Logged By: hgfé‘:grake Checked By: K. McNamara, R.G. 0.01" Screening Casing: from 6.7 ftbgsto 16.7 ftbgs

Drilled By: Brent Carpenter & T. Blakesboro, S/G Testing

Concrete:  from 0 ftbgsto 1.8 ftbgs

Drilling Equipment:  CME 75, 8-inch & 10-inch HSA

Bentonite Transitional Seal: ~ from 1.8 ft bgs to 4 ftbgs

Sampling Equipment: 2-inch 1.D. Split Spoon

Sand Filter Pack:  from 4 ftbgsto 19 fibgs

GS Elev.: 173.46 ftabove MSL TD: 19 ft bgs TOC Elev.: 175.30 ft above MSL
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4.5 ftbgs W Groundwater depth during drilling 4.64 ft bgs
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Y Groundwater depth after well development on: 4/29/98
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